
EXPLANATION

Shaded area represents range in bulk conductivity logs
collected annually from January 9, 1996 to April 29, 2003

BULK CONDUCTIVITY  LITHOLOGIC LOG 

Sandstone, poorly sorted quartz sand in micritic matrix; 
includes marine shells and d  issolution features

Sandstone, quartz and carbonate sand, micritic 
matrix; i

 
ncludes marine shell fragments and fine 

phosphate grains

Molluscan limestone, some shells are either dissolved 
recrystallized; also includes micrite and some quartz sand

or 

Molluscan limestone, some shells are either dissolved 
 recrystallized, also includes quartz and carbonate grains

or 

Sandy limestone, with medium to fine-grained quartz sand,
m

 
arine shell fragments, and medium-grained phosphate 
particles

Oolitic limestone containing quartz sand, root structures 
and d  issolution features; section also includes regolith

Sandy limestone with fine to very fine quartz grains, 
m  arine shell fragments, and dissolution features

Sandstone with micritic matrix, fine to very fine-grained, 
nodular, includes 

 
sparite; also includes marine shells 

and dissolution features 

Sandstone with coarse to medium-grained quartz and sparry 
calcite; s

 

ome sandy limestone fragments with iron traces; 
sand is coarse to medium-grained quartz; medium-grained 
phosphate particles are also present  

Sandy, peloidal limestone with iron traces and dissolution 
features; sand consists of poorly sorted quartz grains  

Quartz sand, fines upwards from coarse to fine; includes 
s

 
ome carbonate grains, calcite-cemented nodules, and

hard layers throughout

Quartz sand, poorly sorted coarse to fine-grained and 
carbonate grains; some sandstone fragments that contain
sparry calcite 
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BULK CONDUCTIVITY, IN
 MILLISIEMENS PER METER

Water sample 
collected 
April 22, 2004
issolved chloride 
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2800 mg/L

255116080120601 G-3602




